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Test(s):  Test Method(s): 

Corrosion Testing (continued)  
Intergranular Corrosion Susceptibility 
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Test(s):  Test Method(s): 

Weld & Braze Testing, Procedure 
Qualification and Performance Qualification 

 

Bend1 API 1104, API 5L, API 650; ASTM A488, ASTM E190; 
AWS B2.1, AWS B4.0, AWS D1.1, AWS D1.2,  
AWS D1.3, AWS D1.5, AWS D1.6, AWS D1.9,  
AWS D14.1, AWS D15.1, AWS D17.1, AWS D18.1; 
ASME BPVC SEC IX, ASME B31.1, ASME B31.3; CGA 
C-3; ISO 5173, ISO 9606, ISO 15614; JIS-B-8625; 
NAVSEA S9074-AQ-GIB-010/248 
 

Bend Break1 AWS B2.1, AWS D1.1, AWS D1.6, AWS D4.0, 
AWS D17.1; CGA C-3 
 

Hardness API 5L, API 5CT, API 650; ASME BPVC SEC IX;  
AWS D15.2; ISO 1514, ISO 9015, ISO 15156; 
JIS-B-8625; NAVSEA S9074-AQ-GIB-010/248 
 
 

Impact1 API 1104, API 5L, API 5CT, API 650, API 620;  
ASME BPVC SEC IX; ASME BPVC SEC III-DIV 1, 
ASME BPVC SEC VIII-DIV 1, ASME B31.1,  
ASME B31.3; ASTM A488; AWS B4.0, AWS D1.1, 
AWS D1.5, AWS D14.1; AWS D15.1; ISO 148-1,  
ISO 9016, ISO 15614; JIS-B-8625;  
NAVSEA S9074-AQ-GIB-010/248 
 

Post-Weld Heat Treat1 ASME BPVC SEC II-DIV 1, ASME BPVC SEC VIII-
DIV 1, ASME BPVC SEC IX, ASME B31.1,  
ASME B31.3; AWS D1.1, AWS D1.5; JIS-B-8625 
 

Tension Test1 AMS 2680, AMS 2694; API 1104, API 5L, API 5CT,  
API 650; ASME BPVC SEC IX, ASME B31.1,  
ASME B31.3, ASTM A488; AWS B2.1, AWS B2.2, 
AWS B4.0, AWS D1.1, AWS D1.2, AWS D1.4,  
AWS D1.5, AWS D1.6, AWS D1.9, AWS D14.1,  
AWS D15.1, AWS D17.1, AWS D18.1; CGA C-3;  
ISO 4136, ISO 15614; JIS-B-8625;  
NAVSEA S9074-AW-GIB-010/248 
 
 

Weld Chem Ferrite Number ASME BPVC SEC III-DIV 1, ASME BPVC  
SEC VIII-DIV 1; AWS D1.6 
 

Weld Macro1 API 1104, API 5L, API 650; ASME BPVC SEC IX; 
ASTM A488, ASTM E190; AWS B2.1, AWS B4.0, AWS 
D1.1, AWS D1.2, AWS D1.3, AWS D1.5, AWS D1.6, 
AWS D1.9, AWS D14.1, AWS D15.1, AWS D15.2, AWS 
D17.1, AWS D18.1; GCA C-3; ISO 15614, ISO 17639; 
JIS-B-8625;  
NAVSEA S9074-AW-GIB-010/248 
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Test(s):  Test Method(s): 

Weld & Braze Testing, Procedure 




